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Step 2: Install axles
	 • �Install the tailgate ammo can axles; bag 2A 

		  – Simply rotate the axle from its inbound side using a wrench on the “flat” end (the flat is 1/2”)
	 • �Install vert axle; bag 2B



Step 3: Install driver side deck half
	 • Get a buddy to help you place the driver side deck assembly into your truck bed
		  and slide it up against the side of the bed
	 • �Insert the J-hook through the center hole on the cabside ammo can and loosely affix it to truck 

	 tie-down bracket (hook pointing upward); bag J6
		  (Use window in ammo can to locate the tie-down)
	 • ��Insert the J-hook through the center hole on the tailgate ammo can and loosely affix it to tie-down 

	 with J-hook (hook pointing upward); bag J6
	 Important: Leave all J-hook screws loose until entire deck is in place
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Step 4: Passenger side deck assembly
	 • Loosely bolt C-channel to the ledges on the “inside” of the two ammo cans; bag 4A
	 Note: The small rectangular hole in the C-channel is the tailgate end
	 • �Bolt deck to C-channel/ammo can assembly; 

bag 4B for tailgate ammo can, bag 4C for cabside ammo can
	 • Tighten bolts connecting ammo cans to C-channel
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Step 5: Install passenger side deck half
	 • �Wake up your buddy to have him (or her? nice) help you place the passenger side deck assembly 

into the truck so that it overlaps the driver side deck section 
	� Note: Slide the passenger side deck section towards the side of the bed until 

the inside edge of the deck rests on the round bosses of the vert
	 • Repeat step 3; use hardware in bags J5 & J5
	 • Bolt passenger side deck half to the vert; bag 5C (just like step 1D)
	 Note: Make sure all bolts connecting deck to vert are snug to ensure water-tight seal, but no power tools
	 • Alternately and gradually tighten all J-hooks to ensure deck is centered and secure 
		  - If you tighten one side all the way in one step, guess what will happen?
	 • Install window covers in cabside ammo cans
	 NOTE: GM units might require a shim; bag 5D



    Step 6: Install drawer wheels
	 • �There is a left and a right corner bracket for each drawer – bolt brackets in place 

(use the 2” bolts for the upper back wall bracket hole); bags 6A and 6B
	 • Use tube brace with two bolts to connect the two corner brackets; bag 6C.
	 • Insert axle through wheel and affix to drawer bracket; bag 6D. Do this for each wheel (4 times)
	 • �The L-braces (loose in system box) have six holes - one round, five ovalled. Align brace with underside 

of drawerside lip. BEGIN INSTALLATION FIRST WITH THE ROUND HOLE and continuing to 
the ovals. Repeat for all drawer sides; bag 6E (4 times)
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IF YOU PURCHASED ACCESSORY 
DRAIN HOLE PLUGS, INSTALL NOW 

(THOSE INSTRUCTIONS ARE INCLUDED WITH DRAIN PLUGS)



INSTALL DRAWER PLUGS OR LOCKS*; BAG 7E
*Purchased separately➡

7A
7C

7E

7B
7D

IN PLACE
 NOT IN PLACE

TORSION 
SPRING ARMS

POINT IN, NOT OUT

  Step 7: Install drawer handles
	 • From the outside of the drawer, place the torsion springs in their spot, red=right; bag 7A
	 Note: The horizontal arms on the torsion springs need to point inward, NOT outward
	 • �For each side, from the inside of the drawer, install clevis pin (head on the outside) through drawer 

hole, torsion spring, and through the second drawer hole to hold the torsion springs in place; bag 7B 
	 • �With DECKED logo facing outward, insert the handle behind the spring arms and rotate the top of the 

handle toward the clevis pins. When the latch handle hole is lined up with the clevis pin hole, push the 
pin through the handle hole and finish through the drawer hole. Repeat on the other side of the handle 

	 • Install hairpin through the clevis pin; bag 7B	
	 • Repeat process for the other drawer; bags 7C and 7D



Step 8: Install drawers
	 • Install drawer braces (packed separately); bag 8A
	 • Slide the rear drawer wheels into their two channels (C-channel and vert)
	 • Install remaining tailgate side wheels onto their axles; bag 8B
	 Note: Placing a spacer (2” x 2” works well) under the 
	 drawer to raise it into position makes this easier 
	 • �Place weather stripping on top of the tailgate side 

drawer edge with the wiper facing cab; bag 8C
	 Note: Facing the weather stripping the wrong way 
	 creates a water funnel into the drawer: BAD 
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Step 9: The fun stuff
	 Caution:  These are small gauge screws – light, hand-tightening is all that is required
	 • Center and screw on the edge guard/ruler; bag 9A
	 • Screw on the bottle opener; bag 9A
	 • �Using your favorite beverage, test the bottle opener, sit on your tailgate, and think about 

how jealous your buddies are going to be


